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Spectral test report for lamp

Product type Test time D 202007123 15:50:02
Product Mo, 200 Test equipment | SPEC-20004 Spectrometer
Manufacturer Cperatar

CIE Color Parameter

Chromaticity coordinatesx=0.3284 y=03522 u=01999 v=03217 u*=01999 '=04826
Colartemperature: 5678 K (duv=+0.00742) Color difference:3DCM(CIE=11.0 Main WlAd=484 02 nm Purity: 0.302
Peak wavelength:Ap=443.8 Centroid wavelength:546. 3 nm FWHM AMp=23.8 nm ColorratiocR=0.152 G=0.803 B=0.045

Colar rendering index (Ra)Ra=82 47
R1=78.3 R2Z=848 R3=911 R4=866 R5=843 RE6=827 R7=850 RB8=665
R9=53 R10=658 R1=857 R12=641 R13=789 R14=057 R15=725
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Optical Parameter

Luminous flux 1821.94 Im luminous efficiency:90.82 Imfw Radiant flux; 5787 W
Energy efficiency index(EEI): 0.150 Energy efficiency class:A+ (EU 874/2012)
Mesopticvision flux(lm):  USP=3343.298 MOVE=1863.033 MES1=1720.094 MES2=1713.216

Electrical Parameter
Voltage(V): 221.48 CurrentfA). 0.1490 WatteW): 20.060 Power factor: 0.6070

Test Infomation

Temperature 250DegC Humidity 65%

Testrange :380-800nm : 1Tnm Peak AD. 44856 (68.4%)

Preheat time :0{min) Integral time. 72.04 (ms)
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