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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm

15345 30330 45315 60300 75285 90270 C0
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Classification:

IES:Type VS - Short
CIE:Average - Short

CIE:Full cut-off
IES:Cut-off

Max.At80:11.77cd/klm
Max.At90:0.1027cd/klm
Max.80-90:11.77cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   9562

90%   8606

80%   7650

70%   6693

60%   5737

50%   4781

40%   3825

30%   2869

20%   1912

10%    956

 5%    478

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 31.91 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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ZONAL FLUX DIAGRAM

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

3340 3424 3438 3319 3186 3114 3123 3196 308.9 308.9 1.6,2.45

3697 3889 3917 3647 3382 3123 3114 3285 958.9 1268 6.55,10.1

4271 4762 4842 4333 3763 3217 3140 3404 1724 2992 15.5,23.7

5209 6187 5957 5476 4383 3231 3034 3392 2694 5687 29.4,45.1

6450 7819 7038 7066 5294 2980 2547 3106 3819 9505 49.1,75.4

6789 8789 7113 8408 6014 2066 1053 2163 4873 14378 74.3,114

4109 3879 1638 3369 4153 358.9 256.5 380.2 4070 18448 95.3,146

148.5 97.39 94.15 86.39 126.5 76.40 3.496 85.83 868.0 19316 99.8,153

1.064 0.9993 1.149 0.9537 1.193 0.9956 0.6491 1.028 27.53 19344 99.9,153

1.627 0.7664 0.4329 0.7960 1.897 1.955 1.567 1.913 1.245 19345 99.9,153

2.336 1.039 0.6540 1.152 2.839 3.053 2.793 3.114 1.840 19347 99.9,153

2.776 1.477 1.113 1.654 3.818 4.435 4.397 4.565 2.581 19349 99.9,153

2.969 1.922 1.689 1.976 4.205 5.026 4.917 5.289 3.037 19352 100,153

3.070 2.294 2.137 2.349 3.496 4.165 4.201 4.347 2.642 19355 100,153

2.952 2.554 2.467 2.604 2.902 3.555 3.625 3.517 1.966 19357 100,153

2.694 2.521 2.515 2.551 2.589 3.071 3.121 2.986 1.329 19358 100,153

2.551 2.421 2.322 2.385 2.545 2.744 2.769 2.698 0.7520 19359 100,153

2.562 2.477 2.422 2.455 2.617 2.471 2.484 2.472 0.2405 19359 100,153

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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ISOCANDELA DIAGRAM

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm
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UNIT: cd

10% 968.1
20% 1936
30% 2904
40% 3872
50% 4840
60% 5808
70% 6776
80% 7744
90% 8712

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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LCS REPORT

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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BUG REPORT

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 1623.7 8.4

FM - Front-Medium(30-60) 7634.9 39.4

FH - Front-High(60-80) 3797.1 19.6

FVH - Front-Very High(80-90) 16.272 0.1

Total Forward Light 13077 67.6

BL - Back-Low(0-30) 1368.6 7.1

BM - Back-Medium(30-60) 3751 19.4

BH - Back-High(60-80) 1140.9 5.9

BVH - Back-Very High(80-90) 11.261 0.1

Total Back Light 6282 32.4

UL - Uplight-Low(90-100) 1.2447 0.0

UH - Uplight-High(100-180) 14.387 0.1

Total Up Light 15.632 0.1

BUG(Back,Up,Glare) Rating B3-U2-G2

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 6271.7 10.222 6282

Street Side 13072 5.4104 13077

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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ROAD ISOCANDELA REPORT

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 3211

5 3251

10 3340

15 3494

20 3697

25 3952

30 4271

35 4699

40 5209

45 5814

50 6450

55 6866

60 6789

65 5836

70 4109

75 1555

80 148

85 14.6

90 1.06

95 1.26

100 1.63

105 1.99

110 2.34

115 2.64

120 2.78

125 2.90

130 2.97

135 3.06

140 3.07

145 3.04

150 2.95

155 2.80

160 2.69

165 2.61

170 2.55

175 2.54

180 2.56

15

3211

3267

3372

3543

3782

4092

4520

5133

5910

6818

7881

8760

8946

7656

5092

1814

134

15.9

1.04

1.10

1.27

1.57

1.84

2.07

2.26

2.44

2.58

2.69

2.74

2.75

2.72

2.65

2.56

2.53

2.52

2.50

2.52

30

3211

3285

3401

3572

3821

4194

4675

5355

6215

7132

8255

9239

9518

8250

5227

1451

116

16.6

1.05

0.95

0.96

1.07

1.30

1.51

1.73

1.95

2.14

2.30

2.41

2.51

2.56

2.56

2.56

2.55

2.48

2.45

2.44

45

3211

3299

3424

3608

3889

4267

4762

5415

6187

6937

7819

8616

8789

7437

3879

622

97.4

17.7

1.00

0.79

0.77

0.87

1.04

1.25

1.48

1.71

1.92

2.12

2.29

2.47

2.55

2.55

2.52

2.48

2.42

2.42

2.48

60

3211

3312

3443

3634

3923

4323

4829

5411

6017

6639

7352

7945

7905

6122

2539

275

98.1

19.4

1.10

0.71

0.60

0.63

0.80

1.00

1.24

1.48

1.73

1.96

2.18

2.37

2.48

2.50

2.50

2.49

2.38

2.37

2.40

75

3211

3314

3450

3652

3945

4361

4935

5589

6193

6677

7169

7576

7356

5555

2028

282

98.9

21.7

1.18

0.60

0.49

0.58

0.76

0.96

1.19

1.48

1.78

2.03

2.25

2.42

2.51

2.52

2.53

2.46

2.39

2.37

2.44

90

3211

3302

3438

3636

3917

4305

4842

5430

5957

6453

7038

7460

7113

5252

1638

251

94.1

18.0

1.15

0.52

0.43

0.49

0.65

0.88

1.11

1.41

1.69

1.94

2.14

2.32

2.47

2.51

2.52

2.46

2.32

2.33

2.42

105

3211

3288

3405

3589

3866

4265

4787

5380

5933

6388

6877

7320

7162

5361

1825

257

94.5

19.1

1.04

0.55

0.50

0.60

0.78

1.00

1.27

1.57

1.84

2.04

2.23

2.38

2.49

2.51

2.47

2.42

2.32

2.35

2.49

120

3211

3268

3364

3517

3741

4071

4492

4977

5537

6149

6848

7496

7605

5961

2252

253

92.1

16.9

1.05

0.70

0.61

0.67

0.84

1.07

1.33

1.57

1.82

2.05

2.23

2.38

2.47

2.52

2.50

2.48

2.34

2.32

2.43

135

3211

3248

3319

3442

3647

3936

4333

4862

5476

6177

7066

7960

8408

7377

3369

503

86.4

13.9

0.95

0.82

0.80

0.94

1.15

1.43

1.65

1.85

1.98

2.15

2.35

2.55

2.60

2.61

2.55

2.47

2.38

2.37

2.46

150

3211

3226

3271

3383

3548

3787

4148

4635

5265

6047

7093

8288

9146

8560

5277

1335

123

16.2

1.05

0.98

1.00

1.18

1.53

1.83

2.06

2.22

2.27

2.30

2.38

2.55

2.65

2.68

2.66

2.55

2.39

2.36

2.36

165

3211

3205

3237

3337

3486

3697

3994

4402

4930

5618

6542

7605

8366

7825

5300

1630

113

15.4

1.06

1.14

1.36

1.75

2.19

2.56

2.82

2.89

2.90

2.90

2.91

2.83

2.72

2.65

2.63

2.55

2.43

2.39

2.37

180

3211

3179

3186

3263

3382

3548

3763

4040

4383

4802

5294

5770

6014

5570

4153

1700

127

17.3

1.19

1.46

1.90

2.40

2.84

3.31

3.82

4.28

4.21

3.90

3.50

3.16

2.90

2.72

2.59

2.54

2.55

2.63

2.62

195

3211

3162

3158

3207

3282

3372

3498

3631

3766

3898

4009

4025

3853

3374

2403

732

118

15.8

1.23

1.61

2.14

2.66

3.16

3.70

4.21

4.67

4.61

4.21

3.76

3.40

3.13

2.91

2.74

2.61

2.56

2.53

2.52

210

3211

3151

3132

3147

3180

3236

3318

3382

3416

3412

3339

3139

2773

2073

845

247

101

14.6

1.16

1.64

2.19

2.76

3.27

3.82

4.42

4.93

4.80

4.41

3.91

3.49

3.24

3.04

2.87

2.70

2.59

2.53

2.48

225

3211

3144

3114

3105

3123

3168

3217

3246

3231

3154

2980

2687

2066

1155

359

201

76.4

13.1

1.00

1.42

1.95

2.51

3.05

3.72

4.43

5.16

5.03

4.61

4.17

3.81

3.55

3.29

3.07

2.88

2.74

2.63

2.47

240

3211

3143

3107

3095

3099

3123

3151

3151

3102

2977

2763

2320

1549

670

314

160

51.1

9.25

0.81

1.25

1.78

2.30

2.85

3.48

4.29

5.11

5.12

4.79

4.37

3.94

3.60

3.31

3.10

2.88

2.75

2.64

2.47

255

3211

3146

3113

3103

3100

3113

3127

3113

3035

2871

2612

2040

1164

462

269

109

13.4

1.36

0.64

1.07

1.58

2.10

2.76

3.50

4.32

4.83

4.91

4.77

4.45

4.05

3.71

3.40

3.18

2.99

2.83

2.77

2.50

270

3211

3152

3123

3118

3114

3128

3140

3124

3034

2865

2547

1964

1053

423

256

95.4

3.50

0.40

0.65

1.06

1.57

2.10

2.79

3.61

4.40

4.90

4.92

4.51

4.20

3.93

3.62

3.33

3.12

2.93

2.77

2.69

2.48

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 11 Of 11

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: SL68l-150w

SPEC.:

MFR.: EVERLITE

TYPE:STREET LIGHT

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:220.10V I:0.6600A P:143.91W PF:0.9907 Freq:50.01Hz  Lamp Flux:12612.8x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 3211

5 3163

10 3142

15 3147

20 3150

25 3170

30 3188

35 3176

40 3092

45 2919

50 2651

55 2066

60 1182

65 468

70 276

75 117

80 15.9

85 1.73

90 0.65

95 1.06

100 1.55

105 2.09

110 2.78

115 3.58

120 4.41

125 5.15

130 5.22

135 4.92

140 4.49

145 4.05

150 3.68

155 3.37

160 3.14

165 2.94

170 2.82

175 2.74

180 2.49

300

3211

3175

3165

3186

3207

3243

3274

3273

3211

3072

2836

2361

1587

690

320

166

55.8

10.8

0.84

1.26

1.78

2.31

2.97

3.78

4.62

5.29

5.36

4.94

4.43

3.97

3.59

3.25

3.01

2.82

2.70

2.63

2.47

315

3211

3188

3196

3236

3285

3348

3404

3425

3392

3298

3106

2788

2163

1248

380

209

85.8

16.4

1.03

1.39

1.91

2.46

3.11

3.84

4.57

5.16

5.29

4.84

4.35

3.88

3.52

3.22

2.99

2.81

2.70

2.65

2.47

330

3211

3208

3241

3306

3381

3473

3570

3638

3656

3627

3512

3274

2866

2145

858

248

102

16.5

1.23

1.66

2.17

2.77

3.49

4.10

4.67

5.09

4.95

4.42

3.89

3.44

3.15

2.91

2.74

2.62

2.55

2.54

2.40

345

3211

3228

3287

3388

3502

3635

3795

3972

4105

4239

4329

4304

4059

3514

2535

778

122

18.2

1.30

1.58

2.07

2.69

3.33

3.89

4.41

4.73

4.63

4.06

3.58

3.22

2.99

2.82

2.69

2.62

2.56

2.55

2.41

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:17.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:PAN
Test Date:2019-01-25 Remarks:


