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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm
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DATA OF LAMP PHOTOMETRIC DATA Eff: 135.50 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

MAXIMUM @(C,  )

  up(%)

  down(%)

  street_up(%)

  street_down(%)

  house_up(%)

  house_down(%)

76 FLASHAREA(m2)

SLI













3030  

8684.13

1

4426

100.0

8684

30,60.5

0.0

100.0

0.0

66.2

0.0

33.8

0.05000

18.063

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm

15345 30330 45315 60300 75285 90270 C0
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Classification:

IES:Type VS - Short
CIE:Average - Intermediate

CIE:Full cut-off
IES:Full cut-off

Max.At80:5.288cd/klm
Max.At90:0cd/klm
Max.80-90:5.288cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%   4426

90%   3983

80%   3541

70%   3098

60%   2655

50%   2213

40%   1770

30%   1328

20%    885

10%    443

 5%    221

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM

2 1 0 1 2 3 4
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 15.80 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

According to LB/T001-2008:
U = Emin/Eavg = 0.434
Eavg = 18.89 lx

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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ZONAL FLUX DIAGRAM

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:cd UNIT:lm

1645 1649 1649 1649 1645 1575 1565 1575 152.1 152.1 1.75,1.75

1823 1834 1805 1834 1823 1636 1601 1636 477.0 629.1 7.24,7.24

2051 2109 2036 2109 2051 1682 1625 1682 848.4 1478 17,17

2327 2525 2351 2525 2327 1651 1546 1651 1263 2741 31.6,31.6

2732 3302 2842 3302 2732 1463 1137 1463 1738 4479 51.6,51.6

2942 4080 3351 4080 2942 807.6 397.7 807.6 2209 6688 77,77

1266 1016 735.7 1016 1266 167.1 102.3 167.1 1797 8485 97.7,97.7

19.38 31.63 45.92 31.63 19.38 18.91 0.0059 18.91 192.0 8677 99.9,99.9

0 0 0 0 0 0 0 0 7.309 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

0 0 0 0 0 0 0 0 0 8684 100,100

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 5 Of 11

ISOCANDELA DIAGRAM

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm
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Imax:4467(H-49.0,V-41.5)
 (At:C=30.0,Gamma=60.5)

UNIT: cd

10% 446.7
20% 893.4
30% 1340
40% 1787
50% 2234
60% 2680
70% 3127
80% 3574
90% 4020

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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LCS REPORT

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm
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700

1400

2100

2800

3500(lm)

FrontBack

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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BUG REPORT

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 781.59 9.0

FM - Front-Medium(30-60) 3405.6 39.2

FH - Front-High(60-80) 1560.6 18.0

FVH - Front-Very High(80-90) 5.1979 0.1

Total Forward Light 5752.9 66.2

BL - Back-Low(0-30) 695.96 8.0

BM - Back-Medium(30-60) 1804.6 20.8

BH - Back-High(60-80) 428.56 4.9

BVH - Back-Very High(80-90) 2.1109 0.0

Total Back Light 2931.2 33.8

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B2-U0-G1

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 2931.2 0 2931.2

Street Side 5752.9 0 5752.9

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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ROAD ISOCANDELA REPORT

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 1573

5 1592

10 1645

15 1725

20 1823

25 1933

30 2051

35 2175

40 2327

45 2530

50 2732

55 2896

60 2942

65 2545

70 1266

75 174

80 19.4

85 1.84

90 0.00

95 0.00

100 0.00

105 0.00

110 0.00

115 0.00

120 0.00

125 0.00

130 0.00

135 0.00

140 0.00

145 0.00

150 0.00

155 0.00

160 0.00

165 0.00

170 0.00

175 0.00

180 0.00

15

1573

1594

1651

1742

1855

1990

2140

2323

2570

2927

3370

3805

4060

3465

1482

140

21.4

2.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

1573

1596

1654

1742

1855

1997

2152

2343

2620

3009

3522

4088

4423

3793

1432

125

25.9

3.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

1573

1595

1649

1730

1834

1962

2109

2284

2525

2854

3302

3820

4080

3364

1016

106

31.6

5.44

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

1573

1598

1645

1718

1813

1927

2060

2221

2428

2693

3041

3447

3625

2881

855

105

40.9

8.07

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

1573

1597

1643

1706

1795

1904

2031

2179

2357

2581

2878

3231

3387

2646

708

102

43.7

10.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

1573

1600

1649

1719

1805

1914

2036

2178

2351

2559

2842

3186

3351

2628

736

105

45.9

11.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

1573

1597

1643

1706

1795

1904

2031

2179

2357

2581

2878

3231

3387

2646

708

102

43.7

10.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

1573

1598

1645

1718

1813

1927

2060

2221

2428

2693

3041

3447

3625

2881

855

105

40.9

8.07

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

1573

1595

1649

1730

1834

1962

2109

2284

2525

2854

3302

3820

4080

3364

1016

106

31.6

5.44

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

1573

1596

1654

1742

1855

1997

2152

2343

2620

3009

3522

4088

4423

3793

1432

125

25.9

3.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

1573

1594

1651

1742

1855

1990

2140

2323

2570

2927

3370

3805

4060

3465

1482

140

21.4

2.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

1573

1592

1645

1725

1823

1933

2051

2175

2327

2530

2732

2896

2942

2545

1266

174

19.4

1.84

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

1573

1575

1611

1669

1738

1805

1873

1928

1962

1991

1993

1938

1834

1553

781

137

25.4

3.20

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

1573

1568

1592

1631

1681

1726

1762

1778

1773

1737

1655

1513

1259

791

289

89.2

23.5

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

225

1573

1564

1575

1603

1636

1666

1682

1679

1651

1584

1463

1247

808

377

167

75.3

18.9

2.68

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

240

1573

1560

1566

1584

1610

1628

1640

1627

1585

1497

1327

968

557

249

135

58.7

14.3

2.33

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

1573

1562

1563

1579

1600

1614

1619

1602

1548

1438

1160

818

407

215

110

32.5

3.54

0.43

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

1573

1560

1565

1579

1601

1619

1625

1603

1546

1431

1137

793

398

210

102

29.8

0.01

0.11

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: SL68S-65W

SPEC.:

MFR.: YA

TYPE:

DIM.: 

SUR.:0.18*0.13

WEIGHT:

SERIAL No.:

Shielding Angle:

Test:U:219.82V I:0.2955A P:64.090W PF:0.9867 Freq:50.01Hz  Lamp Flux:8684.13x1 lm

  (DEG)

C(DEG)
  Table--2 UNIT: cd

285

0 1573

5 1562

10 1563

15 1579

20 1600

25 1614

30 1619

35 1602

40 1548

45 1438

50 1160

55 818

60 407

65 215

70 110

75 32.5

80 3.54

85 0.43

90 0.00

95 0.00

100 0.00

105 0.00

110 0.00

115 0.00

120 0.00

125 0.00

130 0.00

135 0.00

140 0.00

145 0.00

150 0.00

155 0.00

160 0.00

165 0.00

170 0.00

175 0.00

180 0.00

300

1573

1560

1566

1584

1610

1628

1640

1627

1585

1497

1327

968

557

249

135

58.7

14.3

2.33

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

1573

1564

1575

1603

1636

1666

1682

1679

1651

1584

1463

1247

808

377

167

75.3

18.9

2.68

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

1573

1568

1592

1631

1681

1726

1762

1778

1773

1737

1655

1513

1259

791

289

89.2

23.5

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

1573

1575

1611

1669

1738

1805

1873

1928

1962

1991

1993

1938

1834

1553

781

137

25.4

3.20

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 - 180DEG
  Interval:  0.5DEG



Test Speed: LOW Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.366
Temperature:26.0DEG Humidity:83%

Test Distance:9.840m [K=1.0000]Operators:潘万乾
Test Date:2021-10-04 Remarks:


